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1

Quick Start

2

Caution!

OPERATIONS

Before using the appliance make sure that it is correctly installed.

Before washing for the first time it is advisable to run the appliance through one 
complete wash cycle at a minimum temperature of 40°C without any clothes and 
using half your usual amount of detergent.
. Before Washing
Open tapPlug in

• If selecting the pre-wash option a small 
compartment I (see diagram 5 )

1 2

. Washing

Power On Select Programme Select 

defaul

1 2

Note!
1011

Load Close door Add detergent 

amount of detergent may be added to

3 4 5

function or

t 

Start up

3 4

Main 
wash

Prewash

Softener
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Securely fasten all long 
ties, zips or buttons

• When washing single items or very small loads this may cause an out-of balance load
which may result in poor spin results or an error, If this happens it is suggested that you
add one or two more items to even out the load.

• Don't wash clothes that have come in to contact with gasoline, alcohol and other
flammable materials.

• The necessary ambient temperature for operation of your washing machine is between
5-40° C. If used below 0°C the inlet valve and draining system may be damaged as well as
the possibility of split hoses. If the ambient temperature is below 0°c then the appliance
would need to be moved to somewhere with a higher temperature to ensure the water
supply and drain hoses are not frozen before using.

• Please check laundry care labels and the correct dosing instructions on your detergent
before use. Only use detergent suitable for a domestic washing machine.

Remove all items from 
pockets.

Put small items securely in a 
pillow case or laundry bag.

 Check the label

Before Each Wash 

Turn easy-pilling and 
long-pile fabric inside out 

Separate different fabric 
types and colours

Warning!˻

OPERATIONS

Buzzer beep or “End” on display.

3. After Washing

• 1.
2.

       as standard.

If default is selected, step 3 can be skipped.
The function button line chart is for reference only, please refer to real product  

Note!
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Programme

Sterlilzation

Cotton

20Ņ

Mix

Wool

Synthetic

Eco 40-60

Intensive

ǹ Means optional Means required 

Programme

Self Clean

Spin Only

Rinse & Spin

Baby Care

Sport

Duvet

Rapid 45’

Quick 15’

Detergent Dispenser
               
          
          

Pre wash detergent
Main wash detergent
Softener 

II
I

Pull out the dispenser

•

•   

Thick or concentrated softeners may cause clogging of the soap drawer inlets
so it is advisable to dilute if possible, also excessive use of powder may also
cause clogging. Always use detergents produced for automatic washing
machines and follow the dosing guidelines form the detergent manufacturer.
Please choose the correct type of washing detergent for required temperatures
and clothing to achieve the best performance with less water and energy
consumption.

Note!

Caution!
• Detergent should only be added to the Pre-wash compartment if  pre-wash has

been selected as an option

OPERATIONS
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MAINTENANCES

Energy test program: Intensive  Speed: the highest speed; Other as the default.60/40 ℃ ;

7

A+++

0.75kwh

0.70kwh

0.57kwh

1400

53%

280min

270min

270min

79dB

57

MFG70-S1411B/C22EP-EU(NB)

tǊƻŘǳŎǘ ŦƛŎƘŜ ŎƻƴŎŜǊƴƛƴƎ ǘƻ 9b слпрсΥнлмс ²ƛǘƘ ό9¦ύbƻΦмлсмκнлмлΦ

155

9900

ǘƘŜ ǎǘŀƴŘŀǊŘ

LƴǘŜƴǎƛǾŜ LƴǘŜƴǎƛǾŜ

ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǎǘŀƴŘŀǊŘ пл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ Ŏƻǘǘƻƴ

Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ пл℃ Ŏƻǘǘƻƴ

1min



26

MAINTENANCE

MFG70-S1411B/C22EP-EU(NB)

36

34

1400

1400

1400

76

7.0

0.516 45

21

53

53

53

B

3 28：

2 42：

2：42

59.9 B

B

N/A

60

50

N/A



8

A+++

0.82kwh

0.75kwh

0.73kwh

1400

53%

79dB

57

MFG80-S1411B/C22EP-EU(NB)

10241027

Energy test program: Intensive  Speed: the highest speed; Other as the default.60/40 ℃ ;

tǊƻŘǳŎǘ ŦƛŎƘŜ ŎƻƴŎŜǊƴƛƴƎ ǘƻ 9b слпрсΥнлмс ²ƛǘƘ ό9¦ύbƻΦмлсмκнлмлΦ

175

11000

ǘƘŜ ǎǘŀƴŘŀǊŘ

LƴǘŜƴǎƛǾŜ LƴǘŜƴǎƛǾŜ

ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǎǘŀƴŘŀǊŘ пл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ Ŏƻǘǘƻƴ

Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ пл℃ Ŏƻǘǘƻƴ

MAINTENANCE

280min

270min

270min

1min



MFG80-S1411B/C22EP-EU(NB)

34

29

1400

1400

1400

76

8.0

0.545 48

21

53

53

53

B

3 39：

2 48：

2：48

60.0 B

B

56.5

10241028

MAINTENANCE

N/A

N/A
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A+++

0.85kwh

0.71kwh

0.70kwh

1400

53%

79dB

57

MFG90-S1411B/C22EP-EU(NB)

10241029

Energy test program: Intensive  Speed: the highest speed; Other as the default.60/40 ℃ ;

tǊƻŘǳŎǘ ŦƛŎƘŜ ŎƻƴŎŜǊƴƛƴƎ ǘƻ 9b слпрсΥнлмс ²ƛǘƘ ό9¦ύbƻΦмлсмκнлмлΦ

174

11880

ǘƘŜ ǎǘŀƴŘŀǊŘ

LƴǘŜƴǎƛǾŜ LƴǘŜƴǎƛǾŜ

ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǎǘŀƴŘŀǊŘ пл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ Ŏƻǘǘƻƴ

Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ сл℃ Ŏƻǘǘƻƴ

ǘƘŜ ǎǘŀƴŘŀǊŘ пл℃ Ŏƻǘǘƻƴ

MAINTENANCE

2 min70

2 min70

265min

1min



MFG90-S1411B/C22EP-EU(NB)

34

34

1400

1400

1400

76

9.0

0.570 49

21

53

53

53

B

3 49：

2 54：

2：54

59.9 B

B

56.5

10241030

MAINTENANCE

N/A

N/A
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MAINTENANCES

           Programme setting for testing in accordance with applicable standard 
             En60456.

When using the test programmes, wash the specified load using the  
             spin speed.
         

•

•  
maximum 

•  

•  The household washing machine is equipped with power management 
             system.The duration of the left-on mode time is less than 10 minute.

• The noise emissions during washing/spinning for the  standard washing
cycle at full load.

The actual  parameters  will depend on how the applicance is used,and 
             maybe different with the parameters in above mentioned table.

Note!

Wuxi Little Swan Electric Co., Ltd.
No.18 ChangJiang South Road, Wuxi City, Jiangsu Province, China
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